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Technical speci�cations:
• Minimum illumination 0.5 Lux
• Motion detection and capture
• Video (adjustable): brightness, contrast, sharpness, saturation
• Internet interface: 10Base-T / 100Base-TX
• Video stream: 16Kbps ~ 4Mbps
• Protocol: TCP / IP
• Wireless network: supports 802.11.b/g/n wireless protocol
• Power supply with external power adaptor DC 12V/1A 
• Power consumption 4W
• Working temperature: –5°C up to +55°C
• Weight / Dimensions: 725g (with cable) / (L) 26 x (W) 7 x (H) 16cm 

Windows Requirements:
WIN 7, WIN 8, WIN 10, Windows XP

Hardware Requirement:
• 1GB RAM and 2 Core CPU for 1 camera at 1 time
• 2GB RAM and i3 or updated processor for 4 cameras at 1 time
• No matter how many cameras you’d like to connect, this software has no 

requirement for GPU (Graphic Processing Unit) 

Package contents:
• IP-Security Camera for indoor and outdoor usage HD TX-24
• Power adaptor DC 12V/1A 
• Network cable
• Antenna and red cap for antenna
• Bracket and screws
• Installation CD with user manual in 7 languages
• User Manual (english and german version)

• Video resolution: 1280 x 720 Pixel 720P HD with 25fps

• Brilliant 1/4” CMOS colour sensor

• 4x digital zoom

• Supports P2P function, easy to connect through 
internet

• Push function, automatic noti�cation via APP

• Direct Smartphone connection via QR-code APP

• QR-code scanning from the camera label produces 
immediate connection

• 36 IR–LEDs and IR night vision up to 20m

• Supports MicroSD memory card up to 32GB

• Video compress format H.264 720P Multi Stream

• Protection class IP65 (dust and waterproof)

IP-Security Camera HD TX-24
IP-Surveillance for indoor and outdoor usage
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