TECHNAXX

€ndoscope Camera TX-116

Waterproof inspection camera with monitor
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2,31"TFT LCD Farbmonitor / Dimmbare Kamerabeleuchtung in 8 Phasen / Flexibler Sct hals mit IP67 Schutzkl; /
2.31"TFT LCD Colour Monitor Dimmable Camera lllumination in 8 stages Flexible Gooseneck with IP67 Protection Class

Q Einfache Bedienung iiber eine Taste / Hartsc zum einfachen / :I’;;sc:;dse nieeB:Ife"sitalz:r:l)glsvorrlchtungen
Easy Operation via one Button Hard Shell Case for easy storage Varigus ;\tt‘;cl'?en;ents (magnet, mirror, hooks)

« Waterproof mini endoscope camera with monitor & Tm Technical specifications:
flexible gooseneck » Monitor: 2.31” (5,9cm) TFT, 320x240 pixel, illuminated display with
« Exploration and measurement hard-to-reach, narrow 8-stage adjustable brightness
and dark areas and corners (pipes, waterpipes, engine - Camera: 640x480 pixel (VGA), @ 8mm, 48° horizontal viewing angle
compartment, under/behind cabinets, etc.) « Gooseneck: flexible, Tm (with camera head and adapter base), IP67
« Various attachements (magnet, mirror, hooks) help to « Power supply: 6V, 4x AA batteries (LR6), Working time ~6-7 hours
recover keys, rings, etc. « Operating conditions: —=10°C~50°C, humidity 85% or less
+2.31" TFT LCD colour monitor with 90° image rotation - Total weight: 4379 (camera + monitor + batteries)
» Stepless dimmable camera illumination (8 stages) with 4 - Weight/Dimensions hand unit with monitor:

white LED lights 1949 / (L).25.7 x_(W) 9.2 x (H) 4.4cm
+ Weight/Dimensions hard shell case:
1kg (with contents) / (L) 31.5 x (W) 20.0 x (H) 6.0cm

Package Contents:

Endoscope camera TX-116, Hard shell case, Flexible gooseneck with
camera head and LED lighting, Camera attachments (magnet, mirrow, 2
hooks), 2x attachment fixtures, 4x AA batteries, 1x AV cable (1m) with
jack-to-cinch, User Manual

- Easy operation via ON/OFF button

« Gooseneck protection class
IP67 (dustproof &
protection against
temporary immersion)

« Small handy hard shell
case for easy storage and
take away
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